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SOUTH ELEVATION 11/4" = 1'-0" A4.1

EXTERIOR COLORED
ELEVATIONS

SCALE
EAST ELEVATION 21/4" = 1'-0"
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11/01/16 BUILDING PERMIT DOCUMENTS

SEAL:

CONSULTANT:

GENERAL CONTRACTOR:

07/31/2017

PROPERTY LINE, SEE CIVIL FOR MORE INFORMATION

ACCESSIBLE PATH OF TRAVEL

LEGEND

EXISTING LANDSCAPING

EXISTING PUBLIC UTILITY  EASEMENT

LANDSCAPING

ENTRY

SIDEWALK

EXISTING SEWER EASEMENT

W W EXISTING WATER EASEMENT

100' STACKING LANE

SS

1. SITE PLAN IS FOR REFERENCE ONLY - REFER TO CIVIL DRAWINGS FOR ALL SITE RELATED WORK.
INCLUDING: DEMOLITION, GRADING, HORIZONTAL CONTROL, DISABLE ACCESS, PARKING STALLS,
SIGN DETAILS, CONCRETE HARDSCAPE. CURBS, GUTTER, ETC.

2. SITE LIGHTING SHALL COMPLY WITH AB244 CALIFORNIA FINANCIAL CODE SECTION 13040-13041

3. G.C. TO RECYCLE AND/OR SALVAGE FOR REUSE A MINIMUM OF 50% OF THE NON-HAZARDOUS
CONSTRUCTION WASTE IN ACCORDANCE WITH SECTION 5.408.1.1, 5.408.1.2, OR 5.408.1.3; OR
MEET THE LOCAL CONSTRUCTION AND DEMOLITION WASTE ORDINANCE, WHICHEVER IS MORE
STRINGENT.

4. SEE CIVIL DRAWINGS FOR SITE DEMO INFORMATION

PARKING LOT LIGHTING, LED LUMINARIES. MATCH EXISTING MALL POLE,
BASE, COLOR  AND FIXTURE APPEARANCE AS CLOSE AS POSSIBLE, SEE
DETAIL ON SHEET A2.1

R3
EXTERIOR RECESSED LIGHT AT CANOPIES MOUNTED AT 12'-0" A.F.F.
MANUF.: AMERICAN LIGHTING FINISH: DARK BRONZE
PRODUCT: E-PRO 5 (EP5-E26-30-DB), 9.6W, 3000K 120 V, 60HZ, 81 CRI81
LED TYPE: 22XSMD2323 LEDs DIMENSIONS: 6.5 DIA.
BEAM ANGLE: 95.4°

SITE DATA (PER CIVIL INFORMATION)
PROJECT DESCRIPTION: NEW  CONSTRUCTION OF A SAFE CREDIT 

UNION BANK BRANCH

PARCEL ID: 013-213-024

ADDRESS: 121 N SUNRISE AVE.
ROSEVILLE, CA 95661

GENERAL PLAN DESIGNATION: COMMERCIAL

ZONING DESIGNATION: COMMUNITY COMMERCIAL (CC)

FLOOD ZONE: REFER TO CIVIL DRAWINGS.

PARKING SUMMARY:
4,550SF FINANCIAL (1 STALLS / 250 SF) = 18 REQUIRED PARKING STALLS PER CITY CODE

(1) ADA PARKING SPACED REQUIRED PER CITY CODE. (2) PROVIDED

PARKING TABLE: REQUIRED PROVIDED* 

STANDARD 18 23
ACCESSIBLE 1         2
TOTAL      19        25

LOT COVERAGE: REQUIRED PROVIDED
TOTAL PARCEL AREA N/A 39,200 S.F.  100%
BUILDING AREA: N/A 4,550 S.F. 11.6%
IMPERVIOUS AREA: N/A 21,363 S.F. 54.5%
LANDSCAPE AREA: N/A 13,278 S.F. 33.9%

BUILDING SETBACKS: REQUIRED PROVIDED
FRONT N/A 52'
REAR N/A 62'
SIDE N/A 50' (NORTH) & 36' (SOUTH)
SIGNAGE (MONUMENT) N/A N/A

SITE PLAN GENERAL NOTES

S1
EXTERIOR WALL MOUNTED LIGHT FIXTURE, BOTTOM AT 6'-0" A.F.F.
MANUF.: PROGRESS LIGHTING FINISH: ANTIQUE BRONZE
PRODUCT: P5675-20/30K  (2)17W, 3000K 120 V, 60HZ, 90 CRI, LED  
DIMENSIONS: 14"H x 5"DIA, EXTENDS 8-7/8"

REFLECTED CEILING PLAN KEYNOTES

N

P1 PROPERTY LINE

P2 EXISTING CURB CUT, PROVIDE CROSS WALK STRIPING

P3 BUILDING  CONSTRUCTION

P4 TRASH ENCLOSURE TO BE BUILT ADJACENT TO EXISTING TRASH ENCLOSURE. INTERIOR
DIMENSIONS: 12'-0"W X 9'-0"D. PAINT TO MATCH NEW BLDG. COLOR. SEE  DETAIL 19/A0.5.1

P5 6" DIAMETER BOLLARD. METAL PIPE FILLED WITH CONCRETE, PAINT YELLOW. SEE DETAIL
06/A0.5.1

P6 LANDSCAPE AREA, SEE LANDSCAPE DRAWINGS FOR ADDITIONAL INFORMATION

P7 EXISTING TRASH ENCLOSURE TO REMAIN. PAINT TO MATCH NEW BLDG. COLOR.

P8 ACCESSIBLE PATH OF TRAVEL (48" MIN. WIDTH). SEE DETAILS ON SHEET A0.2.1 & A0.2.2

P9 ADA PARKING STALLS AND SIGNS, SEE DETAIL 08/A0.2.1

P10 BIKE RACK, COLOR TO MATCH BUILDING STOREFRONT (AL-1). SEE DETAIL 05/A0.5.1

P11 WALK-UP ATM AND AFTER HOUR DEPOSITORY. SEE DETAILS 1 AND 2 ON SHEET A4.2

P12 DRIVE-UP ATM KIOSK. SEE DETAIL 15/A0.5.1

P13 DRIVE WAYS, SEE CIVIL DRAWINGS FOR ADDITIONAL  INFORMATION

P14 ACCESSIBLE CURB RAMP, SEE DETAILS ON SHEET A0.2.1 AND CIVIL DRAWINGS FOR
ADDITIONAL  INFORMATION

P15 SIDE WALK, SEE  CIVIL DRAWINGS FOR ADDITIONAL INFORMATION

P16 HEADACHE BAR - VERIFY NUMBER AND LOCATION, INSTALLED BY S.C.U.  VENDOR, SEE DETAIL
3/A0.5.1

P17 EXISTING SIDE WALK AND CURB RAMP TO REMAIN

P18

INTERNALLY ILLUMINATED WALL SIGN. DESIGNED/PERMITTED/INSTALL BY OTHERS. GC TO
PROVIDE POWER AND BLOCKING AS REQUIRED FOR SIGN MOUNTING, COORDINATE
LOCATION AND ADDITIONAL REQUIREMENTS WITH SIGNAGE VENDOR. SIGNAGE VENDOR TO
SUBMIT SHOP DRAWINGS FOR OWNER AND ARCHITECT APPROVAL. SEE EXTERIOR
ELEVATIONS FOR ADDITIONAL INFORMATION ON LOCATIONS AND SIZE.

P19 EDGE OF OVERHANG ABOVE (CANOPY OR LOUVER)

P20 EXISTING LANDSCAPE, PROTECT IN PLACE

P21 EXISTING PARKING AREA. RE-STRIPE AS SHOWN. PATCH, SEAL AND COAT AS REQUIRED.

P22 LINE OF EXITING LANDSCAPE ISLAND TO BE MODIFIED. SEE CIVIL DRAWINGS FOR ADDITIONAL
INFORMATION

P23 "DO NOT ENTER" SIGN

P24 "DRIVE UP ATM. ONE WAY" SIGN

P25 CROSS WALK STRIPING, SEE CIVIL DRAWINGS FOR ADDITIONAL INFORMATION

P26 LINE OF EXISTING PUBLIC UTILITIES EASEMENT

P27 LINE OF EXISTING SEWER EASEMENT

P28 LINE OF EXISTING WATER EASEMENT

P29 EXISTING LIGHT POST. VERIFY EXISTING CONDITIONS IN FIELD

P30 EXISTING REDWOOD TREES TO REMAIN, SEE LANDSCAPE DRAWINGS FOR ADDITIONAL
INFORMATION

P31 BIKE LOCKER: MADLOCK BIKE LOCKER. (1) UNIT / (1) DOOR / (1) BIKE CAPACITY.
MANUFACTURER: MADRAX MODEL: MLN-1 COLOR: MESA TAN

P32 PORTION OF EXISTING CURB TO BE REMOVED. SEE CIVIL DRAWINGS FOR ADDITIONAL
INFORMATION

P33 "ONE WAY" SIGN

P34 EXISTING DRIVE WAYS, PATCH, SEAL AND COAT AS REQUIRED. SEE CIVIL DRAWINGS FOR
ADDITIONAL  INFORMATION

P35 CONCRETE CURB STOP, SEE DETAIL 11/A0.5.1

S2 EXTERIOR WALL MOUNTED LIGHT FIXTURE, BOTTOM AT 10'-0" A.F.F.
MANUF.: KIM/WD14D3/(2)26PL120/DB/A30 EM (EMERGENCY BALLAST)
52E/120V 1P

EXHIBIT A



EXHIBIT B



SCALE

1/4" = 1'-0"

N E5 E16E9E39 E16 E9E39E10 E10E39E16E9 E11 E12 E39 E16 E9E11E12E11 E11E12E10 E10E12

DRIVE-UP

GRADE

3/16"

SCALE

1/2" = 1'-0"

SCALE

1" = 1'-0"

SCALE

1" = 1'-0"

SCALE

3/4" = 1'-0"

ST-2

EPT-2

SCALE

1" = 1'-0"

SCALE
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SCALE
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SCALE
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SCALE
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A0.5.1

SITE DETAILS

EXHIBIT C



EXHIBIT D



ROOF PLAN LEGEND SYMBOL LEGEND

#

F

1

DC.1CBA E HG

2

2.1

4

5

7

8

6

3

T.O. PARAPET
21'-0"

T.O. CURVED
PARAPET (H.P.)
26'-2"

T.O. CURVED
PARAPET (L.P.)
22'-6"

T.O. CURVED
PARAPET (L.P.)
23'-6"

T.O. PARAPET
21'-0"

T.O. PARAPET
33'-6"

T.O. PARAPET
21'-0"

T.O. PARAPET
21'-0"

T.O. PARAPET
21'-0"

P2

P3

P4

P3

P4

P5

P5

P6

P7

P5

P5

P813

P9

P5

P10

P9

P4

P15

P15

P15

P15

P18 P17

P19

P19

P19

P14

P20

P20

P20

P22

P11

P22

P7

P6

T.O. PITCHED ROOF
31'-6"

L.P. AT PITCHED ROOF
31'-6"

P21P21

P2P5 P5 P1P1 P5 P1

P5

P12

P16

P6

P7

A2.0
1

A4.0
2

A4.0
1

A3.0
1

A3.0
2

A3.1
1

A3.1
2

SCALE
ROOF PLAN 11/4"=1'-0"

ROOF PLAN
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  ROOF PLAN KEYNOTES

P1 ROOF TOP UNITS: SEE MECHANICAL DRAWINGS FOR ADDITIONAL INFORMATION. SEE STRUCTURAL DRAWINGS FOR HVAC PLATFORM
CONNECTION.

P2 WALK PADS: PER ROOFING MANUFACTURER SPECIFICATIONS. COORDINATE LAYOUT WITH CONFIGURATION OF MECHANICAL UNITS. COLOR
TO MATCH ADJACENT ROOFING MATERIAL

P3 PRECAST CONCRETE SPLASH BLOCK: 60MIL TPO PAD ON FLAT ROOF, EXTEND DOWNSPOUTS TO SPLASH BLOCK & SECURE BOTTOM ELBOW TO
SPLASH BLOCK.

P4 GUTTERS & DOWNSPOUTS : REFER TO ELEVATION KEY NOTES.

P5 TAPERED INSULATION: FORM CRICKETS AND SADDLES FOR PROPER ROOF DRAINAGE WITH TAPERED REGID INSULATION BOARD. MIN. SLOPE
1/4" PER FT.

P6 RAINWATER LEADERS : ROUTE INTERNAL DRAIN LINES IN STUD WALLS AS REQUIRED TO EXIT THROUGH EXTERIOR WALL AT 12" ABOVE FLOOR LINE.
SEE PLUMBING DRAWINGS FOR ADDITIONAL INFORMATION AND DETAILS.

P7 ROOF DRAIN AND OVERFLOW DRAIN. SEE PLUMBING DRAWINGS FOR ADDITIONAL INFORMATION AND DETAILS.

P8 TOWER ATTIC DOOR: 30" X 30" - 14 GA. STEEL FRAME AND DOOR PANEL - PRIME AND PAINT TO MATCH ADJACENT WALL

P9 WALL LOUVER VENTS: 12" X 18" WALL LOUVER VENT BY AIR VENT INC OR APPROVED EQUAL. PRIME AND PAINT TO MATCH ADJACENT WALL.
MOUNT 8" MIN. ABOVE ADJACENT FLAT ROOF.

P10 ROOF ACCESS HATCH/LADDER. SEE DETAILS XX/AXXX

P11 SATELLITE DISH. SEE DETAILS XX/AXXX

P12 CONDENSING UNIT: SEE MECH. DWGS.  - REFER TO STRUCT.  FOR TYP. PLATFORM CONNECTION.

P13 ROOF TRANSITION LADDER:  STEEL ROOF LADDER TO ACCESS UPPER PORTION OF ROOF AT TOWER. SEE DETAILS XX/AXXX

P14 PARAPET BRACE: EXTEND ROOFING OVER PARAPET BRACE AND VERTICALLY OVER PARAPET TO UNDERSIDE AND OVER COPING . REFER TO
STRUCTURAL DRAWINGS

P15
EXTERIOR SIGNAGE: INTERNALLY ILLUMINATED WALL SIGN (N.I.C.) DESIGNED/PERMITTED/INSTALL BY OTHERS. SEE EXTERIOR ELEVATIONS. GC TO
PROVIDE POWER AS REQUIRED - COORDINATE LOCATION AND BLOCKING AND ADDITIONAL REQUIREMENTS WITH SIGNAGE VENDOR.
SIGNAGE VENDOR TO SUBMIT SHOP DRAWINGS FOR OWNER AND ARCHITECT APPROVAL.

P16 HOSE BIB: PER PLUMBING DRAWINGS, PROVIDE WATER-TIGHT PENETRATION

P17 EXHAUST AIR GOOSENECK: SEE MECHANICAL DRAWINGS.

P18 PLUMBING VENT STACK: PER PLUMBING DRAWINGS, PROVIDE WATER-TIGHT PENETRATION.

P19 HALF-ROUND DORMER VENT: 9" x 18" ALUM. PRE-FINISHED, COLOR TO MATCH ROOFING

P20 CANOPY BELOW. SEE DETAILS ON SHEETS AXXX

P21 PITCHED ROOF: FULL TILE REPRESENTATION NOT SHOWN FOR CLARITY.  SEE ROOFING MATERIALS NOTE "A" ON THIS SHEET. SEE DETAILS ON SHEET
AXXX

P22 FLAT ROOF: SEE ROOFING MATERIALS NOTE "B" ON THIS SHEET. MINIMUM SLOPE 1
4"/12". SEE DETAILS ON SHEET AXXX

1. FOR ALL PIPE AND VENT PENETRATIONS REFER TO PLUMBING DRAWINGS.

2. ALL ROOF PENETRATIONS MUST BE A MINIMUM OF 18" APART AND A MINIMUM OF 18" FROM ANY WALL, PARAPET OR DRAINAGE VALLEY.

3. ALL EQUIPMENT CURBS ARE TO BE FABRICATED TO MATCH ROOF SLOPE AND PROVIDE A LEVEL MOUNTING SURFACE.

4. PROVIDE CRICKETS AT ALL ROOF MOUNTED EQUIPMENT CURBS, ROOF HATCHES AND AS SHOWN ON THE PLAN. MINIMUM SLOPE 1/2" PER
FOOT.

5. LOCATE EXHAUST FANS AND VENTS A MINIMUM OF 10'-0" FROM HVAC UNIT AND A MINIMUM OF 5'-0" FROM PARAPET WALLS

6. ALL JACKS SHALL EXTEND A MINIMUM OF 8" ABOVE THE ROOF DECK WITH RAIN COLLARS AND SEALANT TO BE PROVIDED BETWEEN THE TOP
OF THE JACK AND THE PIPE AND ALL PLUMBING VENTS MUST RECEIVE 4 LB LEAD FLANGE FLASHING.

7. COORDINATE ALL ROOF OPENINGS WITH STRUCTURAL DRAWINGS TO AVOID CONFLICTS.

8. PAINT ALL PARAPET CAP PER EXTERIOR ELEVATIONS (INCLUDING UNSEEN SIDES).

9. G.C. TO INSTALL SATELLITE DISH FOR SPECIFIED SYSTEM PER MANUFACTURER REQUIREMENTS.

10. CRICKETS SHALL BE SLOPED MIN.1/4" PER FOOT.

ROOF PLAN GENERAL NOTES

A. ROOFING AT PITCHED ROOF:
METAL TILE ROOFING. MANUFACTURER: CERTAINTEED; PRODUCT: PRESIDIO METAL ROOFING NUTMEG. INSTALL ROOFING OVER SIPS
PANELS IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS - REFER TO SPECIFICATIONS FOR ADDITIONAL INFORMATION.

B. ROOFING AT FLAT ROOF (MAIN ROOF AREA)
CARLISLE SINGLE-PLY TPO MEMBRANE ROOFING SYSTEM - CLASS A (ESR-1463) OVER RIGID INSULATION EQUIVALENT TO R30 VALUE (NOT
LESS THAN 2" THICKNESS) - INSTALL PER EVALUATION REPORT AND MANUFACTURER'S SPECIFICATIONS - REFER TO SPECIFICATIONS FOR
ADDITIONAL INFORMATION

ROOFING MATERIALS

TOWER ATTIC VENTILATION REQUIREMENTS

TBD

N
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ST-1 STONE VENEER

MANUFACTURER BORAL

PRODUCT CULTURED STONE  0 COUNTRY LEDGESTONE

COLOR APEM

THICKNESS 1" TO 3"

ST-2 STONE CAP

MANUFACTURER BOULDER CREEK

PRODUCT CHISEL FASE SILL ANTIQUE TAN

COLOR SLCH-820
SIZE 24"Wx3"Dx3"H

EPT-1 EXTERIOR PAINT (WALL)

MANUFACTURER BENJAMIN MOORE

PRODUCT HATHAWAY GOLD

COLOR 194

FINISH FLAT

EPT-2 EXTERIOR PAINT (WALL)

MANUFACTURER BENJAMIN MOORE

PRODUCT DIJON

COLOR 193

FINISH FLAT

EPT-3 EXTERIOR PAINT (ACCENT BAND)

MANUFACTURER BENJAMIN MOORE

PRODUCT CORONADO CREAM

COLOR 219

FINISH FLAT

EPT-4 EXTERIOR PAINT (CORNICE)

MANUFACTURER BENJAMIN MOORE

PRODUCT MYSTIC GOLD

COLOR HC-37

FINISH FLAT

MT-1 METAL FASCIA AND COPING

MANUFACTURER TBD

COLOR TO MATCH (EPT-4)

FINISH SEMI-GLOSS

MT-2 METAL RODS AND CLEVIS

MANUFACTURER TBD

COLOR BLACK

FINISH SEMI-GLOSS

RT-1 METAL TILE ROOFING

MANUFACTURER CERTAINTEED

PRODUCT PRESIDIO METAL ROOF TILE

COLOR TERRA COTTA

AL-1 ANODIZED ALUMINUM STOREFRONT SYSTEM

MANUFACTURER KAWNEER

PRODUCT FACTORY ANODIZED ALUMINUM

COLOR DARK BRONZE

WD-1 STAINED WOOD

MANUFACTURER WINDFALL LUMBER

PRODUCT TRIBUTARY CLADDING STAIN WB VARNISH

COLOR RED ALDER ELWAH STAIN IN SATIN WB
VARNISH

E1 CLEAR INSULATED GLASS SET IN ANODIZED STOREFRONT SYSTEM (AL-1)

E2 SPANDREL GLASS S SET IN ANODIZED STOREFRONT SYSTEM (AL-1)

E3 CLEAR VISION GLASS (TEMPERED) SET IN ANODIZED STOREFRONT DOORS WITH (AL-1)

E4 WALK-UP AFTER HOURS DEPOSITORY (AHD)

E5 DRIVE-UP AUTOMATIC TELLER MACHINE (ATM)

E6 WALK-UP AUTOMATIC TELLER MACHINE (ATM)

E7 GUTTERS & DOWNSPOUTS: 6" WIDE x 4 3/4" DEEP PRE-FINISHED ALUMINUM "K"-STYLE
GUTTERS WITH 4" WIDE x 2 1/4" DEEP CORRUGATED RECTANGULAR DOWNSPOUTS
(GC-2)

E8 DOWNSPOUT NOZZLE

E9 METAL TILE ROOFING _ SIMULATED CLAY TILE (RT-1)

E10 INTERNALLY ILLUMINATED WALL SIGN (N.I.C.). DESIGNED/PERMITTED/INSTALL BY OTHERS.
GC TO PROVIDE POWER AS REQUIRED - COORDINATE LOCATION AND BLOCKING AND
ADDITIONAL REQUIREMENTS WITH SIGNAGE VENDOR. SIGNAGE VENDOR TO SUBMIT
SHOP DRAWINGS FOR OWNER AND ARCHITECT APPROVAL.

E11 SIMULATED STONE VENEER (ST-1)

E12 SIMULATED STONE CAP (ST-2)

E13 METAL CANOPY (MT-1)

E14 ADA COMPLIANT DOOR OPENER PUSH BUTTON

E15 WALL MOUNTED LED LIGHT FIXTURE. SEE SITE PLAN AND ELECTRICAL DRAWINGS FOR
ADDITIONAL INFORMATION

E16 CEMENT PLASTER SYSTEM, PAINTED (EPT-1 / EPT-2).

E17 FOAM SHAPED ACCENT TRIM/BAND, ARCHED OR STRAIGHT, PAINTED (EPT-3)

E18 FOAM SHAPED ACCENT CORNICE, PAINTED (EPT-4)

E19 CONTROL JOINT AT PLASTER  SYSTEM

E20 DECORATIVE WOOD CORBEL (WD-1)

E21 LINE OF TOP OF ROOF DIAPHRAGM BEHIND WALL, SEE ROOF PLAN FOR ROOF
ELEVATIONS

E22 CABLE RODS AND CLEVIS AT CANOPIES, COLOR TO MATCH (MT-2)

E23 HOLLOW METAL DOOR & FRAME, PAINT TO MATCH (EPT-2)

E24 RECESSED LIGHT AT CANOPIES, (R3)

E25 BUILDING ADDRESS NUMBER: DECAL SIGN BY SIGNAGE VENDOR UNDER SEPARATE
PERMIT. GC TO COORDINATE LOCATION AND QUANTITY

E26 VERSOLEIL SUNSHADE OUTRIGGER SYSTEM (36"DEEP X 6"H X 28'-6 1/2"L). MANU:
KAWNEER FINISH TO MATCH (MT-1)

E27 CLEAR BUTT JOINT  (WCS1/WCS5)

E28 GRAPHIC AND BRANDING BEHIND WINDOW ON BUILT IN POCKED

E29 POWDER COATED ALUMINUM COPING (AC-1)

E30 DECORATIVE WOOD BAND (WD-1)

E31 DECORATIVE SIMULATED GABLE VENT

E32 METAL GREEN SCREENS, FRAME (MT-1) & MESH TO MATCH (MT-2)

E33 WOOD COLUMN AT TRELLIS (WD-1)

E34 WOOD JOISTS AT BOTTOM OF TRELLIS (WD-1)

E35 METAL COVER AT TRELLIS (MT-1)

E36 6"X6" INTERNATIONAL SYMBOL OF ACCESSIBILITY DECAL MOUNTED AT ENTRY DOORSAT
5'-0" AFF. SEE DETAIL 19/A0.2.

E37 IRON  FENCE AT OUTDOOR BREAK ROOM. PAINT TO MATCH (MT-2)

E38 ACCESS GATE AT OUTDOOR BREAK ROOM IRON  FENCE. PAINT TO MATCH (MT-2)

E39 REMOTE ATM KIOSK, EXTERIOR MATERIALS TO MATCH MAIN BUILDING, SEE SITE PLAN ON
SHEET A.05 FOR LOCATION. SEE DETAILS 15/A0.5.1 FOR ADDITIONAL INFORMATION

E40 BIKE LOCKER: MADLOCK BIKE LOCKER. (1) UNIT / (1) DOOR / (1) BIKE CAPACITY.
MANUFACTURER: MADRAX MODEL: MLN-1 COLOR: MESA TAN

EXTERIOR ELEVATIONS KEYED NOTES

EXTERIOR FINISHES SCHEDULE

MATERIAL LEGEND

RT-1 ROOF TILE

PORTLAND CEMENT PLASTER ASSEMBLY 7/8" (3) COAT SYSTEM,
SEE PRODUCT SPECIFICATION FINISHED WITH ELECTROMETRIC
COAT, COLOR TO MATCH (EPT-1 )
TRIM MANUFACTURER: PARK INDUSTRIAL FOAM, INC.

ST-1 STONE VENEER

SPANDREL GLASS

GRAPHIC BEHIND STOREFRONT

PORTLAND CEMENT PLASTER ASSEMBLY 7/8" (3) COAT SYSTEM,
SEE PRODUCT SPECIFICATION FINISHED WITH ELECTROMETRIC
COAT, COLOR TO MATCH (EPT-2 )
TRIM MANUFACTURER: PARK INDUSTRIAL FOAM, INC.

EXTERIOR ELEVATIONS GENERAL NOTES

1 - APPROVED EQUAL FINISHES ARE ACCEPTABLE
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10/05/16 DRP RE-SUBMITTAL

11/01/16 BUILDING PERMIT DOCUMENTS

SEAL:

CONSULTANT:

GENERAL CONTRACTOR:

07/31/2017

ST-1 STONE VENEER

MANUFACTURER BORAL

PRODUCT CULTURED STONE  0 COUNTRY LEDGESTONE

COLOR APEM

THICKNESS 1" TO 3"

ST-2 STONE CAP

MANUFACTURER BOULDER CREEK

PRODUCT CHISEL FASE SILL ANTIQUE TAN

COLOR SLCH-820
SIZE 24"Wx3"Dx3"H

EPT-1 EXTERIOR PAINT (WALL)

MANUFACTURER BENJAMIN MOORE

PRODUCT HATHAWAY GOLD

COLOR 194

FINISH FLAT

EPT-2 EXTERIOR PAINT (WALL)

MANUFACTURER BENJAMIN MOORE

PRODUCT DIJON

COLOR 193

FINISH FLAT

EPT-3 EXTERIOR PAINT (ACCENT BAND)

MANUFACTURER BENJAMIN MOORE

PRODUCT CORONADO CREAM

COLOR 219

FINISH FLAT

EPT-4 EXTERIOR PAINT (CORNICE)

MANUFACTURER BENJAMIN MOORE

PRODUCT MYSTIC GOLD

COLOR HC-37

FINISH FLAT

MT-1 METAL FASCIA AND COPING

MANUFACTURER TBD

COLOR TO MATCH (EPT-4)

FINISH SEMI-GLOSS

MT-2 METAL RODS AND CLEVIS

MANUFACTURER TBD

COLOR BLACK

FINISH SEMI-GLOSS

RT-1 METAL TILE ROOFING

MANUFACTURER CERTAINTEED

PRODUCT PRESIDIO METAL ROOF TILE

COLOR TERRA COTTA

AL-1 ANODIZED ALUMINUM STOREFRONT SYSTEM

MANUFACTURER KAWNEER

PRODUCT FACTORY ANODIZED ALUMINUM

COLOR DARK BRONZE

WD-1 STAINED WOOD

MANUFACTURER WINDFALL LUMBER

PRODUCT TRIBUTARY CLADDING STAIN WB VARNISH

COLOR RED ALDER ELWAH STAIN IN SATIN WB
VARNISH

E1 CLEAR INSULATED GLASS SET IN ANODIZED STOREFRONT SYSTEM (AL-1)

E2 SPANDREL GLASS S SET IN ANODIZED STOREFRONT SYSTEM (AL-1)

E3 CLEAR VISION GLASS (TEMPERED) SET IN ANODIZED STOREFRONT DOORS WITH (AL-1)

E4 WALK-UP AFTER HOURS DEPOSITORY (AHD)

E5 DRIVE-UP AUTOMATIC TELLER MACHINE (ATM)

E6 WALK-UP AUTOMATIC TELLER MACHINE (ATM)

E7 GUTTERS & DOWNSPOUTS: 6" WIDE x 4 3/4" DEEP PRE-FINISHED ALUMINUM "K"-STYLE
GUTTERS WITH 4" WIDE x 2 1/4" DEEP CORRUGATED RECTANGULAR DOWNSPOUTS
(GC-2)

E8 DOWNSPOUT NOZZLE

E9 METAL TILE ROOFING _ SIMULATED CLAY TILE (RT-1)

E10 INTERNALLY ILLUMINATED WALL SIGN (N.I.C.). DESIGNED/PERMITTED/INSTALL BY OTHERS.
GC TO PROVIDE POWER AS REQUIRED - COORDINATE LOCATION, BLOCKING AND
ADDITIONAL REQUIREMENTS WITH SIGNAGE VENDOR. SIGNAGE VENDOR TO SUBMIT
SHOP DRAWINGS FOR OWNER AND ARCHITECT APPROVAL.

E11 SIMULATED STONE VENEER (ST-1)

E12 SIMULATED STONE CAP (ST-2)

E13 METAL CANOPY (MT-1)

E14 ADA COMPLIANT DOOR OPENER PUSH BUTTON

E15 WALL MOUNTED LED LIGHT FIXTURE. SEE SITE PLAN AND ELECTRICAL DRAWINGS FOR
ADDITIONAL INFORMATION

E16 CEMENT PLASTER SYSTEM, PAINTED (EPT-1 / EPT-2).

E17 FOAM SHAPED ACCENT TRIM/BAND, ARCHED OR STRAIGHT, PAINTED (EPT-3)

E18 FOAM SHAPED ACCENT CORNICE, PAINTED (EPT-4)

E19 CONTROL JOINT AT PLASTER  SYSTEM

E20 DECORATIVE WOOD CORBEL (WD-1)

E21 LINE OF TOP OF ROOF DIAPHRAGM BEHIND WALL, SEE ROOF PLAN FOR ROOF
ELEVATIONS

E22 CABLE RODS AND CLEVIS AT CANOPIES, COLOR TO MATCH (MT-2)

E23 HOLLOW METAL DOOR & FRAME, PAINT TO MATCH (EPT-2)

E24 RECESSED LIGHT AT CANOPIES, (R3)

E25 BUILDING ADDRESS NUMBER: DECAL SIGN BY SIGNAGE VENDOR UNDER SEPARATE
PERMIT. GC TO COORDINATE LOCATION AND QUANTITY

E26 VERSOLEIL SUNSHADE OUTRIGGER SYSTEM (36"DEEP X 6"H X 28'-6 1/2"L). MANU:
KAWNEER FINISH TO MATCH (MT-1)

E27 CLEAR BUTT JOINT  (WCS1/WCS5)

E28 GRAPHIC AND BRANDING BEHIND WINDOW ON BUILT IN POCKED

E29 PAINTED ALUMINUM COPING (MT-1)

E30 DECORATIVE WOOD BAND (WD-1)

E31 DECORATIVE SIMULATED GABLE VENT

E32 METAL GREEN SCREENS, FRAME (MT-1) & MESH TO MATCH (MT-2)

E33 WOOD COLUMN AT TRELLIS (WD-1)

E34 WOOD JOISTS AT BOTTOM OF TRELLIS (WD-1)

E35 METAL COVER AT TRELLIS (MT-1)

E36 6"X6" INTERNATIONAL SYMBOL OF ACCESSIBILITY DECAL MOUNTED AT ENTRY DOORS AT
5'-0" AFF. SEE DETAIL 19/A0.2.

E37 IRON  FENCE AT OUTDOOR BREAK ROOM. PAINT TO MATCH (MT-2)

E38 ACCESS GATE AT OUTDOOR BREAK ROOM IRON  FENCE. PAINT TO MATCH (MT-2)

E39 REMOTE ATM KIOSK, EXTERIOR MATERIALS TO MATCH MAIN BUILDING, SEE SITE PLAN ON
SHEET A.05 FOR LOCATION. SEE DETAILS 15/A0.5.1 FOR ADDITIONAL INFORMATION

E40 BIKE LOCKER: MADLOCK BIKE LOCKER. (1) UNIT / (1) DOOR / (1) BIKE CAPACITY.
MANUFACTURER: MADRAX MODEL: MLN-1 COLOR: MESA TAN

EXTERIOR ELEVATIONS KEYED NOTES

EXTERIOR FINISHES SCHEDULE

MATERIAL LEGEND

RT-1 ROOF TILE

PORTLAND CEMENT PLASTER ASSEMBLY 7/8" (3) COAT SYSTEM,
SEE PRODUCT SPECIFICATION FINISHED WITH ELECTROMETRIC
COAT, COLOR TO MATCH (EPT-1 )
TRIM MANUFACTURER: PARK INDUSTRIAL FOAM, INC.

ST-1 STONE VENEER

SPANDREL GLASS

GRAPHIC BEHIND STOREFRONT

PORTLAND CEMENT PLASTER ASSEMBLY 7/8" (3) COAT SYSTEM,
SEE PRODUCT SPECIFICATION FINISHED WITH ELECTROMETRIC
COAT, COLOR TO MATCH (EPT-2 )
TRIM MANUFACTURER: PARK INDUSTRIAL FOAM, INC.

EXTERIOR ELEVATIONS GENERAL NOTES

1 - APPROVED EQUAL FINISHES ARE ACCEPTABLE




