Development Services Department
Building Inspection Division
311 Vernon Street
Roseville, California 95678-2649

Gas Test Procedure
When a meter has been removed due to non-use by PG&E or there is a gas leak within
the gas line, before the gas service can be reconnected the gas piping must be tested
and approved.
The following procedure must be done in order to get a gas test inspection:
1. Locate the gas line where it enters the dwelling. This is found where the gas
meter/service is located.
2. Install a pressure gauge on the line, which enters the dwelling. This gauge can
be rented from an equipment rental business. You will need to know the pipe
size, ¾”, 1”, etc. Max 15lb gauge.
3. Install the pressure gauge on the dwelling service pipe. You will need pipe dope
and pipe wrenches. Make sure the gauge is tight.
4. Inside the dwelling make sure all gas cocks are in the closed position. (Water
heaters, stove, gas dryer, heating unit, which could be located in the attic or on
the roof). Caution should be used here. If gas cocks do hot hold pressure,
equipment could be damaged. It may be necessary to disconnect equipment
and cap supply line.
5. Install hand pump on the pressure gauge (a bicycle pump works good). Pump
the system up to 10 lbs. of pressure. The system must maintain this pressure
for 15 minutes.
6. If the system does not hold the required 10 lbs. of pressure for 15 minutes, then
there is a leak in the line and must be located and repaired before an inspection
request is made.
7. If the system holds the required pressure, the Building Division can be contacted
for a “Gas Pressure Test”. If your service line is located within the rear yard and
you cannot be at the home the day of the inspection, you must leave a note on
the front door giving the inspector permission to enter your rear yard.
8. The inspector will check the pressure gauge to make sure the 10 lbs. of pressure
is holding. A white “Gas Pressure Tag” is then attached to the gas line with the
necessary information for PG&E. The Building Division will notify the PG&E
office the following day informing them the inspection was approved and the gas
meter can be reinstalled.
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9. If you already have a permit please schedule your inspection before 11:30 p.m.
for a next business day inspection. If you do not have a permit please contact the
Building Division for assistance at (916)774-5332 between the hours of 7:30 a.m.
and 4:30 p.m. Monday through Friday.
To schedule your inspections after your permit has been issued, please visit:
https://permitsonline.roseville.ca.us/citizenaccess/default.aspx

Gas Test Procedure
Revised 2/16/20016

